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Features/Applications
■	Offshore – High pressure and aggressive environment

■	DI Water – Water fogging

■	Food Processing – Caustic washdown (poultry, etc.)

■	Test Stands – High pressure

	 Feature	 Advantage	 Benefit
Lightweight

Porting 

Multipass tested elements 
(per ANSI/NFPA T3.10.8.8 
R1-1990)

Optional visual and 
electrical indicators

Drain port 

Optional upstream & 
downstream sensing ports

High strength Microglass III 
elements 

100% pressure tested

Ease of service and installation

Flexibility 

Filter performance backed 
by recognized and accepted 
laboratory test standards

Know exactly when to 
service elements

Drain all oil from assembly 
prior to servicing

Add additional instrumentation 

2000 psid collapse strength 
Multi-layer media 
Wire reinforced pleats

Quality

Reduced installation cost

Reduction in piping and use 
of adaptors

Filters you select have 
known performance levels 

Keeps system clean 

Eliminates cross contamination 

Product flexibility 

High capacity with high efficiency 
No performance loss from 
pleat bunching

Reliability
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12SMP (10,000 psi) Specifications 

Pressure Ratings:
Maximum Allowable Operating Pressure 
(MAOP): 10,000 psi (690 bar) 
Proof: 15,000 psi (1035 bar)

Operating Temperatures:
Fluorocarbon (FKM)	   -15°F (-26°C) to 275°F (-135°C)
Ethylene Propylene (EPR)	   -40°F (-40°C) to 225°F (-107°C)
Perfluoroelastomer (FFKM)	       5°F (-15°C) to 536°F ( 280°C)*
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Element Collapsing Rate:
High Collapse “H” option: 2,000 psi (138 bar)

Materials:
Head: Stainless Steel 316L 
Bowl: Stainless Steel 316L

Weight (approximate): 
Model	 Single Length	 Double Length 
12SMP	 14 lbs. (6.35 kg.)	 17 lbs. (7.71 kg.)

*	Consult factory when requesting this seal. A special element may 
be required to withstand operating temperature.

12SHP (20,000 psi) Specifications 

Pressure Ratings:
Maximum Allowable Operating Pressure 
(MAOP): 20,000 psi (1,380 bar) 
Proof: 30,000 psi (2,070 bar)

Operating Temperatures:
Fluorocarbon (FKM)	   -15°F (-26°C) to 275°F (-135°C)
Ethylene Propylene (EPR)	   -40°F (-40°C) to 225°F (-107°C)
Perfluoroelastomer (FFKM)	      5°F (-15°C) to 536°F (-280°C)*

Element Collapsing Rate:
High Collapse “H” option: 2,000 psi (138 bar)

Materials:
Head: Stainless Steel 17-4 
Bowl: Stainless Steel 17-4

Weight (approximate): 
Model	 Single Length	 Double Length 
12SHP	 14 lbs. (6.35 kg.)	 17 lbs. (7.71 kg.)

Dimensions

I
O

OPTIONAL 1/4" NOM. PRESSURE
SENSING PORTS (2 PLACES)

OUTLET

INLET

SINGLE LENGTH:
8.09 (205.49)

DOUBLE LENGTH:
11.80 (299.72)

APPLY PST PIPE SEALANT
#567 TO THREADS
LUBRICATE O-RING
TORQUE BOWL TO
75 ± 10 FT-LBS

OPTIONAL DRAIN PLUG
TORQUE SPECIFICATIONS:
SAE-4: 18-20 FT-LB
1/4 M/P: 20-25 FT-LB

PORT SIZES PER
REQUIREMENTS
(BOTH SIDES)

2.34 (59.44) ELECTRICAL INDICATOR
1.44 (36.58) VISUAL INDICATOR

O
I

OPTIONAL
VISUAL/
ELECTRICAL
INDICATOR

3/8-16 UNC-2B x .63 MIN.
FULL THREAD
MOUNTING HOLES
(2 PLACES)

4.25 DIA. REF

1.00
(25.4)

.75
(19.05)

.75
(19.05)

OUTLET

INLET

1.50
(38.1)

*	Consult factory when requesting this seal. A special element may 
be required to withstand operating temperature.
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12S-1 Element Performance
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HOW TO ORDER:
Select the desired symbol (in the correct position) to construct a model code. 

Example:
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BOX 2: Length

Symbol	 Description

1	 Single
2	 Double

BOX 3: Element Media

Symbol	 Description

20QH 	 20µm Microglass III, 2000 psid collapse
10QH	 10µm Microglass III, 2000 psid collapse
05QH	 5µm Microglass III, 2000 psid collapse
02QH	 2µm Microglass III, 2000 psid collapse

BOX 1: Basic Assembly

Symbol	 Description

12SMP	 10,000 psi MAOP (316 S.S.)	
12SHP	 20,000 psi MAOP (17-4 S.S.)

	 BOX 1	 BOX 2	 BOX 3	 BOX 4	 BOX 5	 BOX 6	 BOX 7	 BOX 8 

	
12SMP	 1	 10QH	  	 SP	 MP	 6	 11 

	

Replacement Elements

BOX 4: Seals

Symbol	 Description

None	 Fluorocarbon (FKM)
E1	 Ethylene Propylene (EPR)

Note:	 1.Recomended for DI Water applications

BOX 5: Indicator

Symbol	 Description

N	 No Indicator, no pressure port
SP1	 1/4” pressure ports only
4L352	 Visual manual reset, 50 psid setting
5T352	 Electrical (DIN 43650-A/ISO 4400), 50 psid setting

Note:	 1.Pressure ports will match port type selected in BOX 6
	 2.Available for operating pressure <10,000 psi only

BOX 6: Port Type1

Symbol	 Description
S2	 SAE O-ring port
N3	 NPTF port
MP	 Medium pressure Autoclave (M/P) type port
HP	 High pressure Autoclave (H/P) type port

	 Notes:	 1.	 For other options, please contact HFD	
		  2.	 Available for operating pressure <6,000 psi only
		  3.	 Available for operating pressure <10,000 psi only

BOX 7: Port Size

Symbol	 Description (Port Type Options)
4	 1/4” Nominal (N, MP)
6	 3/8” Nominal (N, MP)
8	 1/2” Nominal (N)

	 10		  9/16” Nominal (MP, HP)
	 12		  3/4” Nominal (S,N)
	 16		  1” Nominal (S,N)

BOX 8: Options
Symbol	 Description 
1	 Bypass (60 psid)

	 11		  No Bypass (standard)
	 191		  Bypass with 1/4” drian port
	 211		  No bypass with 1/4” drain port

	 Note: 		  1.Drain port will be SAE or M/P Autoclave plug as 
			      required. Plug is included.

Media Single Double 12SMP-1 / 12SHP-1 12SMP-2 / 12SHP-2

No-Bypass
20QH
10QH
05QH
02QH

403400
403399
403398
403397

403404
403403
403402
403401

403485
403484
403483
403482

403488
403487
403486
403417

Bypass
20QH
10QH
05QH
02QH

937442
937441
937440
937439

937446
937445
937444
937443

937474
937473
937472
937471

937478
937477
937476
937475

Microglass III (Ethylene Propylene -EPR)Microglass III (Fluorocarbon)


